
	   	  	   	  	  	  	  	  	  	  	  	  	  	  	  

 

Application data for Core Chucks 
 

Customer information   

 
Company 

     

 Contact person 

     

 

Address 

     

 Phone 

     

 

Zip Code / Place 

     

 / 

     

 Fax 

     

 

Country 

     

 E-mail 

     

 
 
 

Application   

 
Machine type  One-station winder   Two-station winder 

  Supporting roller    Contact roller 

  Turrent winder 

Contact pressure 

     

 N 

Drive  one-sided     both sided   

Winding type  unwinder    rewinder 
 
 

Winding information    

 
Web speed max. 

     

 m/min Web tension max. 

     

 N 

Torque max. 

     

 Nm Emergency stop 

     

 sec 
 
 

Roll specification    

 
Material 

     

 Diameter max. 

     

 mm 

Roll width min. 

     

 mm Roll width max. 

     

 mm 

Roll weight min. 

     

 kg Roll weight max. 

     

 kg 
 
 

Core informations   

 
Core Material: 

     

 

Inner-∅: 

     

 Outside-∅: 

     

 

Tolerance: 

     

 
 
 



	   	  	   	  	  	  	  	  	  	  	  	  	  	  	  

 

Core Chucks SDJ / SDE   

 
 

 
 
 

 
 

 

Remarks   

 

     

 
 
 
 
 

Valve position:        A axial    B radial                     Actuation:      pneumatic    mechanical 

Required mandrel quantity : 

     

 Is an adapter flange required?  No      Yes   

Bearing case-∅:	  

Bolt circle-∅:	  

Screws: 
6xM10 

  Total mandrel length:               mm	  

Expansion 
length:                         mm 
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Bearing case-∅:	  
	  
Bolt circle-∅:	  
	  

SDJ 

SDE 

Screws: 
6xM10 

  Total mandrel length:               mm	  
	  

Mandrel body length:                 mm 

Expansion length:                 mm 
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